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Ozonized Water Generator Model OZW
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contamination pump, unique ozone gas dissolution technology make it possible to generate ultra-clean ozonized water.

Clean Ozonizer Model OZC

Nozzle dissolve 
One-path type

Model
O3 Water
Flow rate

L/min

O3 Water 
Concentration

mg/L

Equipment size
mm

(H<2̂020)

OZW20N1

OZW20N2

OZW20N4

OZW20N6

OZW30N1

OZW30N2

OZW30N4

OZW30N6

OZW60N1

OZW60N2

OZW60N4

OZW60N6

OZW60N8-CD

3 ~ 20

5 ~ 30

10 ~ 60

~ 20

~ 30

~ 60

~ 80

~ 15

~ 25

~ 50

~ 60

~ 5

~ 10

~ 25

~ 35

~ 50

W1200 × D700

W1400 × D700

W1200 × D700

W1400 × D700

W1200 × D700

W1400 × D700

W2500 × D800 (H=2060)

Contamination less

Model OZW  system flow

One-path type

Closed-loop type

Process-off
mode

Ultrapure
water

Ultrapure
water

Ultrapure
water

Contamination less, Stable flow control

Feature of one-path type
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Source
gas

Exhaust

Catalyzer
for gas

decomposition

Mass flow 
controller

Ozonized 
Water delivery

Ozonized 
Water drain

Customer`s
equipment

Ozonized Water 

Ozone gas

Reduce ozone water drain
during process off mode.

Feature of closed-loop type

Stable flow control Delivery method

Model OZW Specifications

Shipment Results of
Ozonized water generator 

 (Model : OZW)
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Ozone Dissolving Unit, Clean 
ozonizer Model OZC from EBARA 
and low contamination pump 
makes it possible for ultra-clean 
ozonized water and prevents 
metal impurities.

1aReal-time dissolved ozone concentration 
monitoring feedback system is integrated 

to stabilize concentration of ozonized 
water.

1aState-of-art controls offer ozonized water 
with stable pressure / flow  condition.

1aSafe circuit designs ensure safety stop in 
emergency (SEMI and CE compliant).

Beside the one-path delivery 
type, closed-loop delivery system 

is available to reduce the cost of 
ownership in idle mode.

Nozzle dissolve 
Closed-loop type

Model
O3 Water
Flow rate

L/min

O3 Water 
Concentration

mg/L

Equipment size
mm

(H<2̂020)

3 ~ 12

3 ~ 20

5 ~ 30

OZW20N1-CR

OZW20N2-CR

OZW30N2-CR

OZW30N4-CR

~ 20

~ 20

~ 20

~ 40

W1200 × D850

Dissolving membrane type is also available. Please contact us for details.

Booster pump, filters (option) can be installed for ozone water supply line. 
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Ozone gas

Measuring
instrument

Measuring
instrument

Low contamination
 pump

Dissolving
Unit

Dissolving
Unit

Clean Ozonizer
Model OZC

In-house Product

Clean Ozonizer
Model OZC

In-house Product

Filter

In-house Product or
Developed in-house

Flow rate (L/min)
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)Ceramic coating 
electrode and 

sapphire dielectric 
extending the life of 
the discharge part

High concentration, 
ultra-clean, high 
flow rate, stable 

ozone generation 
technology

Ozone gas leak 
detector 

designed for 
safety insurance 

Ozone water decomposition
equipment Included

Indicates the O3 water concentration when the ozone water flow rate is maximum


